
AIRCRAFT LED ANTICOLLISION LIGHT 
SYSTEM P/N 6441601 & P/N 6441602

MAIN FEATURES - Aviation White Anticollision Light system 
Certified CS ETSO C96a Class II (EASA.210.10060076)

•High reliability
LED technology : more than 20 000 FH MTBF
•Low EMI emission
•Light weight
•Resistance to high vibrations•Resistance to high vibrations
•Tested for extreme environment

TECHNICAL FEATURES

•Voltage : 12 to 32 VDC– DO160D cat A
•Power: 75 W peak / 13 W Average
•Flash per minute : 42 FPM (250 ms time on)
•Light intensity: 400 cd according to CS ETSO C96a Class II
•Color: White aviation
•Operating Temperature : - 45°C / +70°C
•Connector : Light: AMP  P/N. : 1-480-305-0

Power supply: AMP  P/N. : 1-480-304-0
•Weight : Light: 0.16 kg (0.36 pound)

Power supply: 0.340 kg (0.77 pound)
•Mechanical interface: Same interface than  our •Mechanical interface: Same interface than  our 
Xenon Anticollision Light System 6441101, 6441102 & 
644 11 02 A.
•Monting: On fuselage or tail fin

Delivery with EASA Form One

CONTACTS
•Phone: +33 (0)380 356 390, 
•Fax: +33(0)380 356 100 
•Website: www.jpcaviation.com
•Email: sales@jpcaviation.com




