
AIRCRAFT WINGTIP POSITION/STROBE 
LIGHT SYSTEM

Certification CS ETSO C30d Type I,II & III / C96b CLASS II (EASA EASA.21O.10081313)
•High reliability: LED technology : more than 20 000 FH MTBF
•Low EMI emission
•Light weight
•Resistance to high vibrations
•Tested for extreme environment

TECHNICAL FEATURES
•Position Light function:
- Light Intensity, color and distribution in accordance with 

CS-ETSO C30d Type I, II & III 
- Voltage for all P/N:  11 to 32V VDC
- Input current: 0.33A at 14V & 0.18A at 28V

•Strobe Light function:
- Light Intensity, color and distribution in accordance with 

CS-ETSO C96b CLASS II
- Voltage: P/N 6490611 & 6490621: 14V

P/N 6490711 & 6490721: 28V
- Input current: 3.5A peak at 14V & 1.8A peak at 28V

•Connection : 5 free end G22 wires
Red wire : +Vin position light
Black wire : 0V position light
White wire : +Vin Strobe light
blue wire : 0V Strobe light
•Yellow wire : synchronization for 2 Strobe light
•Operating Temperature : - 45°C / +70°C
•Weight : 0.21 kg  (0.46 pound)
•Mechanical interface: Adaptable on Standard Forward 
Position Lights interface.

CONTACTS: Phone: +33 (0)380 356 390 -Fax: +33(0)380 356 100 - Website: www.jpcaviation.com

Email: sales@jpcaviation.com

 

AVIATION 
MODEL 

DESCRIPTION PART NUMBER 

WPSL14R WINGTIP RED & WHITE POSITION/STROBE LIGHT 14V 6490611 AMD(0) 

WPSL14G WINGTIP GREEN & WHITE POSITION/STROBE LIGHT 14V 6490621 AMD(0) 

WPSL28R WINGTIP RED & WHITE POSITION/STROBE LIGHT 28V 6490711 AMD(0) 

WPSL28G WINGTIP GREEN & WHITE POSITION/STROBE LIGHT 28V 6490721 AMD(0) 
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